

















Layout Name: E—101

Last Saved By: mtortiz Mar 18, 2019 — 3:50pm

Drawing File: H:\7900\CAD\AutoCAD\CLV — Waste Transfer Station\Sheets\Electrical\7900—EP101.dwg

Mar 18, 2019 — 4:09pm User:mtortiz

Date:

o
-
ELECTRICAL SYMBOLS LEGEND 5| !
EQUIPMENT Y
[aa] |
SYMBOL DESCRIPTION
Em j FLUSH MOUNTED PANELBOARD. DASHED LINES INDICATE CLEARANCES.
LA SURFACE MOUNTED PANELBOARD. DASHED LINES INDICATE
A CLEARANCES.
c
DEVICE INDICATOR LETTER. "X" EQUALS 2
DESIGNATION BELOW 5
(TYPICAL FOR MOST SWITCH TYPES): 2
[a)
(a= SMALL CASE LETTER DENOTES SWITCHING
CONTROL
2= DOUBLE POLE TOGGLE SWITCH
3= THREE-WAY TOGGLE SWITCH
$ 4= FOUR-WAY TOGGLE SWITCH
R . X | J P=  PILOT LIGHT TOGGLE SWITCH
e M= MOMENTARY CONTACT SWITCH
= K= KEY OPERATED SWITCH
WP = WEATHERPROOF TOGGLE SWITCH
° \ T= MANUAL MOTOR STARTER SWITCH WITH
L THERMAL OVERLOAD PROTECTION
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RACEWAY & CONDUCTORS -
wn 2
BRANCH CIRCUIT GENERAL INFORMATION: m 8
RECYCLING CENTER BRANCH CIRCUITS FROM OVERCURRENT PROTECTION (20A) TO FURTHEST DEVICE — 5
ol SHALL NOT EXCEED 75 FEET FOR #12AWG COPPER AND 150 FEET FOR #10AWG < 5, 202 =
COPPER; MEASURED ALONG CONDUCTORS ROUTING PATH. BRANCH CIRCUITS — 5 £ =2 3
EXCEEDING 150 FEET WILL BE SIZED SO THAT VOLTAGE DROP DOES NOT EXCEED 5%. 8 g T
> <
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SYMBOL DESCRIPTION A a =By
< M2 % R A
3 1 = GROUND CONDUCTOR IDENTIFICATION SYMBOLS. REFER TO E 305 s 2
L\ PLANS FOR COMBINATION USE. CONDUCTOR & 5% oo s 78
B | — HOT/PHASE IDENTIFICATION MOSTLY USED IN HOMERUN E X 22 S F
= LOCATION, BUT CAN ALSO BE USED IN BRANCH ~ 5 3 A 2
CIRCUITING WHERE APPLIED. GROUND M s 3209 g3
| = NEUTRAL CONDUCTORS WILL BE INSTALLED IN ALL RACEWAYS — 5 & L:; 23
WHETHER SHOWN OR NOT. = . 3/ £ g
n 7 = swiTcH LEG S G 88 &
. o S regac
0 [ HOMERUN FROM EQUIPMENT LOCATION. THE CIRCUIT > 8 o8 o
EXISTING NUMBER ADJACENT TO HOMERUN INDICATES PANEL 2 C 5 @
L PANEL "C" SOURCE AND INDIVIDUAL SINGLE POLE CIRCUIT BREAKER b ¥z 5
d } (S). CONDUCTOR IDENTIFICATION SYMBOL INDICATES A9 a0 @
5 L LA NUMBER OF CONDUCTORS IN HOMERUN. MINIMUM #12 =) 2
O CONDUCTORS AND 3/4" RACEWAY PATH WILL BE o e
0 PROVIDED IN HOMERUN UON. ALL HOMERUNS WILL A ‘Q g
% INCLUDE GROUND CONDUCTOR. =
§ >
= REFERENCE TAGS A
>~ | OFFICE SYMBOL DEFINITION
= O KEYED NOTE REFERENCE <
b ~
T 7 7 VAV-9 MECHANICAL EQUIPMENT REFERENCE
Ut /\ ° o o ° +44" DENOTES MOUNTING HEIGHT AFF
- 1 E = E =
<‘ ] KITCHEN EQUIPMENT REFERENCE >
l_
=y O MEDICAL EQUIPMENT REFERENCE )
3
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OKEYED NOTES 2
1. EXTEND CONDUIT AND WIRE TO EXISTING PANEL "C". REMOVE (3) 20A/1P = O
— — BREAKERS AND INSTALL (1) 20A/3P BREAKER. SEE LOAD SUMMARY THIS —
— SHEET. I<£ O
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COMMERCIAL ACCESS LOAD SUMMARY - PANEL "C" - 400A 120/208V ' ?)) =
— — — EXISTING PANEL "C" HAS AN EXISTING CONNECTED LOAD OF 97 KW PER THE = <
ORIGINAL ENGINEERING DOCUMENTS. THE EXISTING SERVICE LOAD CALCULATION n O O
PUBLIC ACCESS - INDICATES A DEMAND LOAD OF 104.9 KW AT PANEL "C". THE ADDITION OF UH-1 WILL o o
_ ADD 3.3 KW TO THE EXISTING PANEL "C" FOR A TOTAL REVISED LOAD OF 108.2 KW WITH <
° A POWER FACTOR OF 1 OR 300 AMPS. O
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